
RITCHEY OUTBACK 
FRAME GEOMETRY

Front derailleur clamp: 28.6mm; Bottom Bracket: 68mm English
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A – Top tube (effective)

B – Top tube (actual)

C – Seat tube (c-t)

D – Seat tube angle

E – Head tube length

F – Head tube angle

G – BB drop

H – Chainstay

I – Wheelbase

J – Standover height*

K – Stack

L – Reach

M – Axle to crown

N – Fork rake

200mm

These are the Ritchey typeface and TR logos. 

They are the standard Ritchey logos to be used 

on all packaging, advertising, production of 

printed collateral materials and, on the products 

themselves.

Note: Black fields behind logos shown on this 

page represent a dark background only and are 

not part of the logo

RITCHEY
BRAND GUIDE

brand logos

Frame Size XS S M L XL

A Top tube (effective) 523 537 553 566 583

B Top tube (actual) 511 525 539 553 569

C Seat tube (c-t) 450 475 500 525 550

D Seat tube angle 75.0º 74.0º 74.0º 74.0º 73.0º

E Head tube length 100 115 140 160 180

F Head tube angle 71.0º 72.0º 72.0º 72.0º 73.0º

G BB drop 70 70 70 70 70

H Chainstay 437 437 437 437 437

I Wheelbase 1015 1020 1027 1040 1047

J Standover height 731 752 776 798 820

K Stack 515 531 557 576 596

L Reach 380 385 388 395 401

M Axle to crown 383 383 383 383 383

N Fork rake 47 47 47 47 47

Post diameter 27.2 27.2 27.2 27.2 27.2


